
FOR  SEDIMENT  CONTROL
NOT TO SCALE

DIRECTION OF
RUNOFF FLOW

SAINT PETER STANDARD
PLATE 3007

NOTE:
1.  ONLY FOR USE ON UNIFORM SLOPES LESS THAN 10%
2.  NOT FOR USE IN CHANNEL OR AS DITCH CHECK
3.  TYPE 5 MULCH (MNDOT SPEC 3882) - RAW WOOD

MATERIAL FROM HARD OR SOFT TIMBER HARVESTED
DURING  CLEARING AND GRUBBING OPERATIONS ON
THE PROJECT.

4.  WOOD IS CHIPPED OR GROUND SUCH THAT IT WOULD
PASS A 4" SCREEN WITH NOT MORE THAN 20% BY MASS
PASSING A 0.1" SIEVE.

5.  MULCH FROM A SUPPLIER OUTSIDE OF THE EMERALD
ASH BORER QUARANTINE AREAS, OR MULCH WITH A
COMPLIANCE AGREEMENT FROM THE MINNESOTA
DEPARTMENT OF AGRICULTURE.

WOOD (SLASH) MULCH  PERIMETER  BERM
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1' MINIMUM HEIGHT

2' MINIMUM WIDTH

WOOD (SLASH) MULCH

APPROVED:   ADOPTED BY CITY COUNCIL ON APRIL 13, 2015 

STANDARD DETAIL
PLATE NO:



REMARKS:

REVISED:
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